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XP-002268040 

AN - 1973-77576U [50] 
CPY - MATU 
DC-L03X16 
FS - CPI;EPI 
IC -H01M15/06 
MC - L03-E01B 

PA - (MATU ) MATSUSHITA ELEC IND CO LTD 
PN • JP48042295B B 00000000 DW1 97350 OOOpp 
PR - J P1 9700035793 19700423 
XIC-H01M-015/06 

AB - J73042295 Battery comprises an anode activated with AgO, HgO and Mn02, 
a caustic electrolyte, and a Zn cathode comprised of Zn woven or 
unwoven Zn fibres (I) and an alkali resistant metal fibre. (I) made 
by injection moulding. 

IW - ALKALINE BATTERY MANUFACTURE ACTIVATE ANODE ZINC FIBRE CATHODE IMPROVE 
EFFICIENCY 

IKW- ALKALINE BATTERY MANUFACTURE ACTIVATE ANODE ZINC FIBRE CATHODE IMPROVE 

EFFICIENCY 
NC -001 
OPD- 1970-04-23 
ORD- 1900-00-00 

PAW - (MATU ) MATSUSHITA ELEC IND CO LTD 
Tl - Alkaline battery mfr • with activated anode and zinc fibre cathode 
giving improved efficiency 
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